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Product introduction
VBA-RCS6 is a convenient controller(Built in battery) for CASAMBI wireless, long-range 

Preset button 1 

Preset button 3



LED Indications

     

On preset buttons(when any 2 preset buttons be pressed):
       If the device is paired: white LEDs stays on 20s.
       If the device is unpaired: white LEDs flashes through the buttons for 20s.
On preset buttons(when dimming button be pressed):
       If the device is paired: white LEDs stays on 5s on the last chosen preset.
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Specification parameters

Power supply mode • Lithium Battery powered

Battery • Type: CR2430 Lithium Coin Cell

Battery life • 2 - 5 years, depending on usage

Operating conditions
• Operating temperature: -20°C... +40°C
• Storage temperature: -25°C... +50°C
• Max relative humidity: 0...65%, non - cond.

Radio Transceiver
• Operating frequencies: 2.402...2.480 GHZ
• Output power: -40dBm to 8dBm
• Wireless range, in open air ≥ 50 m

Physical parameter

• Dimensions: 86*86*15 mm

• Weight: 100g
• Degree of protection: IP20 (indoor use only)
• Color: Black, White

Certifications • CE
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Pair the device into network 

will be seen in “nearby devices”.

in Figure 1),

Make sure that the device has at least one of the white LEDs on during 

Figure 1
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Electrical information
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Figure 3
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Figure  5

battery at your nearest hazardous waste collection site.
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